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40mm Roof Batten made 
from Truecore® Steel

The 40mm Truecore® Roof Battens from Steeline FNW are the ideal structural steel product 
for residential home or commercial framing. Installed perpendicular to the rafters, they are the 
mounting point for metal or tile roof cladding materials.

Key Features:
	9 Manufactured from 0.55mm* BMT hot-dipped structural steel (G550) with a zinc/aluminium/

magnesium coated alloy, tinted with a blue resin
	9 Truecore® steel battens will not warp, shrink, twist or rot unlike a wood batten 
	9 Guaranteed minimum yield strength of 550MPa
	9 Can be mounted on timber or steel rafters using T17 (Timber) or metal tek (Steel) self-drilling batten 

screws through the flange
	9 Ideal for mounting a metal roof (e.g. Colorbond) with roofing fasteners screwed into the ridge of the 

batten. Can also used for tile roofs.
	9 Complies with AS/NZS 1365:1996 (R2016), AS 1397:2021
	9 Sold in 6500mm, 7000mm and 7500mm lengths 

* 0.75mm BMT (cyclone-rated) steel also available - POA

Recommended Fasteners:

12-11x40 Batten Screw 

12-11x40 Type 17 Batten Screw

For fixing to steel rafters

For fixing to timber rafters

Cutting:
	y It is recommended to cut roof battens with aviation snips / tin snips or a nibbler. Do not use an abrasive disc 

cutter as swarf will increase chances for corrosion

Nominal  
dimensions are 
shown


